[image: image1.bmp]
Send completed forms to:  Doni Dotson  �HYPERLINK "mailto:maria.d.dotson@nasa.gov"�maria.d.dotson@nasa.gov�








Team Member(s):





Team Member’s Proposed Resolution:


The flight procedures include the required PTU power-down step prior to ROEU disconnection.  This was an omission oversight in the presentation.





Description of Problem:  The AMS Overview presentation chart, Baseline Nominal Operations on page 79, does not include a step that power down the AMS-02 in the Space Shuttle cargo bay prior to disconnecting the Remotely Operated Electrical Umbilical (ROEU).  





D


I


S


P


O


S


I


T


I


O


N





C


M





I


N


I


T


I


A


T


O


R





T


E


A


M





RID Closure Comments:





Date of Closure:





Initiator or Board Closure Concurrence:





Closure Forwarded to Initiator Date:





RID Status:





Action Status:





   Due Date:





      Description :





  Phone:





           Actionee:





        Action #





Disposition Comments: Accepted and closed





Signature Date:





Disposition Signature:





Dispositioned By:





Disposition: Accepted & Closed





Recommendation:  Since the SSPTS – PTU (APCU) will power (124 V dc) the AMS-02 via the ROEU in the Space Shuttle cargo bay during the on-orbit phase, add to page 79 of the AMS Overview chart a step that power down the AMS-02 prior to disconnecting the ROEU per the requirement documented in the Shuttle Orbiter/AMS-02 Cargo Element Interfaces, ICD-A-21507-AMS-02, section 13.0.1.6, Cargo Element Safety Critical Circuit to Hazard Event Correlation.





RID Title:  Power Down AMS-02 Prior to ROEU disconnect 





Initiator’s Fax:  








Initiator’s Ph:  281-853-11519





Ph:  





Mail Code:  HZ1-10





Initiator:  Yvonne Jaurigue





RID Number:  AMS – Delta CDR - 016





Review item Disposition (RID)


 AMS Delta Critical Design Review 








Date of Review:


May 4 – 5, 2010








