PAYLOAD HAZARD REPORT a. NO: GHR-AMS02-
002
b. PAYLOAD: _ Alpha Magnetic Spectrometer-02 (AMS-02) GSE c. PHASE: I
d. SUBSYSTEM: e. HAZARD GROUP: f. DATE:
Toxicity May 2008

Materials

g. HAZARD TITLE:

| Toxic Materials in Flight Hardware

i. HAZARD CATEGORY
X CATASTROPHIC
CRITICAL

h. APPLICABLE SAFETY REQUIREMENTS:

KHB 1700.7C, Sections: 4.3.9 GSE Materials

For Materials of Flight Hardware, see AMS-02-F10

i. DESCRIPTION OF HAZARD:

Toxic materials in AMS-02 ﬂ1ght hardware/GSE, or used on AMS-02 flight hardware/GSE (i.e. cleamng solvents) causes -

mjury/death to personnel.

k. HAZARD CAUSES:

1. Impropér use of toxic materials.

2. Improper containment of toxic materials.

1. HAZARD CONTROLS:

(S_ee continuation sheet)

m.. SAFETY VERIFICATION METHODS: .

(See continuation sheet)

n. STATUS OF VERIFICATION:

(See continuation sheet)
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JSC Form 542B (Rev November 22, 1999) (MS Word September 1997)




PAYLOAD HAZARD REPORT CONTINUATION SHEET

a NO:  GHR AMSO2--
002

b Alpha Magnetic Spectrometer-02 (AMS-02) GSE

¢.-Phase il

" | k. HAZARD CAUSES:

1. Improper use of toxic materials.

{1 HAZARD CONTROLS:
1'1.1 - Toxic materials will be handled by trained personnel.

12 Toxic'materials will be used according to written procedures approved by the KSC Biomedical Office and LSSO.

- ['1.3 . " Use of toxic materials will be minimized when possible (non-toxic alternatives will be substituted for toxic materials when
" | possible).. - '

‘m. SAFETY VERIFICATION METHODS: .
L.1.1--- Review of list of certified personmel. - - ..

12.1 Review and approval of written procedures.

1.3.1. . Review of toxic material applications for acceptable alternatives.

n. STATUS OF VERIFICATION:

S I 05 % I Open
{121~ . Open
1.3.1 ' Open

JSC Form 542B (Rev November 22, 1999) (MS Word Septembér 1997)
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PAYLOAD HAZARD REPORT CONTINUATION SHEET a. NO: (%I“ZIR AMS02--

b. Alpha Magnetic Spectrometer-02 (AMS-02) GSE ' c. Phase I

k. HAZARD CAUSES: ‘
2. - Improper containment of toxic materials.

. HAZARD CONTROLS:
2.1 Cleaning solvents and adhesive materials will be contained in NFPA-approved containers.

22 Toxic cleaning materials for flight hardware and GSE will be in suitable containment for its toxicity level.

m. SAFETY VERIFICATION METHODS:
2.1:1 Inspecﬂon of cleaning solvent/adheswe material contamers

2.2.1 © Inspection of containment 'of flight/GSE toxic material containment. -

n. STATUS OF VERIFI_CATION:

2.1.1. - Open’ -~

2.2.1 .Open

JSC Form 542B (Rev Novembcr 22, 1999) (MS Word September 1997)
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